
DESCRIPTION 
OF HEATERS KW OVER ALL 

LENGTH
HEATED 
LENGTH

QUARTZ 
DIAMETER 

(IN)
PHASE 240V

240V 
REPLACEMENT 

ELEMENT
480V

480V 
REPLACEMENT 

ELEMENT

3 24 20 1/2 1 RP18-24-3DD-5 E223DD-F5 RP18-24-3II-5 E223II-F5 A=120/1 HH=415/3
6 24 20 5/8 1 RP18-24-6DD-6 E226DD-F6 RP18-24-6II-6 E226II-F6 B=208/1 I=440/1
6 36 32 1/2 1 RP18-36-6DD-5 E346DD-F5 RP18-36-6II-5 E346II-F5 C=208/3 J=440/3

12 36 32 5/8 3 RP18-36-12EE-6 E3412DD-F6 RP18-36-12JJ6 E3412II-F6 D=220/1 Q=460/1
9 48 44 1/2 3 RP18-48-9EE-5 E469DD-F5 RP18-48-9JJ-5 E469II-F5 E=220/3 QQ=460/3

15 48 44 5/8 3 RP18-48-15EE-6 E4615DD-F6 RP18-48-15JJ-6 E4615II-F6 BB=230/1 II=480/1
12 60 56 1/2 3 RP18-60-12EE-5 E5812DD-F5 RP18-60-12JJ-5 E5812II-F5 CC=230/3 JJ=480/3
18 60 56 5/8 3 RP18-60-18EE-6 E5818DD-F6 RP18-60-18JJ-6 E5818II-F6 DD=240/1 K=550/1
15 72 68 1/2 3 RP18-72-15EE-5 E7015DD-F5 RP18-72-15JJ-5 E7015II-F5 EE=240/3 L=550/3
24 72 68 5/8 3 RP18-72-24EE-6 E7024DD-F6 RP18-72-24JJ-6 E7024II-F6 F=277/1 KK=575/1

G=380/1 LL=575/3
H=380/3 M=600/1
GG=415/1 N=600/3

ALTERNATE VOLTAGE CODES, 
REPLACE BLUE LETTERS IN 

THE P/N WITH CODES BELOW

18" WIDE 
RADIANT    

PANEL 
GALVANIZED 
STEEL BODY          
6 ELEMENTS 
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